TYPE HS

2. Pressure Connections

Ya' SAE Flare
7/16"'— 20 Thread

g Capillary T

l ¢2.4 x 1000

—-—-—_—/'

ube

Standard

5. Specifications

Available upon request

(SINGLE RUNCTION)

1. General Description

® For use with fluorinated refrigerants as well as with
air and water{Allowable Fluid Temp: —10 to 120C)

® Type HS for Universal application.

® Micro —switch ensures reliable switching
® Mounting Bracket supplied as standard

e With SPDT contact mechanism

3. Electrical Ratings

Rated Voltage(V) Eower 125/950V,
actor AC
Rated Amps.(A) (cos @)
Non-Inductive Current 1 12
[fdiictive Full Load 0.75 12
Current Locked
Roter 0.45 72

4. Contact Function

G
O

* 1 Pressure rise

1: Common Terminal
3: Close on, Pressure Decrease
5: Close on, Pressure Increase

o Range Differential Factory Setting %"‘;‘,’l‘bws WiK)
Min. Max. Min. Max. Off(On) | On(Of) | (Kgtien) ©
203 —50cmHg 3 0.35 2 0.5 1.5 11
206 |—50cmHg 6 0.6 4 2 3 16.5
HS 210 1 10 1 3 4 6 16.5 0.42
220 5 20 3 5 15 12 40
230 5 30 ) 10 20 1.5
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Model No. | A B C e BT
HS—203 | 385 | 38.9 | 22.4 . LC_( "T‘LT‘J
0 a4 | 38 | 224 - =
HS —210
H: —223 22 | 327 | 185 Appearance Drawing
HS —2




